
CORRIGENDA 

Corrigendum to Commission Decision 2010/571/EU of 24 September 2010 amending, for the purposes of 
adapting to scientific and technical progress, the Annex to Directive 2002/95/EC of the European Parliament 
and of the Council as regards exemptions for applications containing lead, mercury, cadmium, hexavalent 

chromium, polybrominated biphenyls or polybrominated diphenyl ethers 

(Official Journal of the European Union L 251 of 25 September 2010) 

On page 30 to 31, Annex, the following entries should read: 

Exemption Scope and dates of applicability 

‘1(c) For general lighting purposes ≥ 50 W and < 150 W: 5 mg 

1(e) For general lighting purposes with circular or square 
structural shape and tube diameter ≤ 17 mm 

No limitation of use until 31 December 
2011; 7 mg may be used per burner 
after 31 December 2011 

2(a)(1) Tri-band phosphor with normal lifetime and a tube diameter 
< 9 mm (e.g. T2): 5 mg 

Expires on 31 December 2011; 4 mg 
may be used per lamp after 
31 December 2011 

2(a)(2) Tri-band phosphor with normal lifetime and a tube diameter 
≥ 9 mm and ≤ 17 mm (e.g. T5): 5 mg 

Expires on 31 December 2011; 3 mg 
may be used per lamp after 
31 December 2011 

2(a)(3) Tri-band phosphor with normal lifetime and a tube diameter 
> 17 mm and ≤ 28 mm (e.g. T8): 5 mg 

Expires on 31 December 2011; 3,5 mg 
may be used per lamp after 
31 December 2011 

3(a) Short length (≤ 500 mm) No limitation of use until 31 December 
2011; 3,5 mg may be used per lamp 
after 31 December 2011 

3(b) Medium length (> 500 mm and ≤ 1 500 mm) No limitation of use until 31 December 
2011; 5 mg may be used per lamp after 
31 December 2011 

4(b)-I P ≤ 155 W No limitation of use until 31 December 
2011; 30 mg may be used per burner 
after 31 December 2011 

4(b)-II 155 W < P ≤ 405 W No limitation of use until 31 December 
2011; 40 mg may be used per burner 
after 31 December 2011 

4(c)-I P ≤ 155 W No limitation of use until 31 December 
2011; 25 mg may be used per burner 
after 31 December 2011 

4(c)-II 155 W < P ≤ 405 W No limitation of use until 31 December 
2011; 30 mg may be used per burner 
after 31 December 2011’
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